


Unique Features and Benefits

Integrated Heat Exchanger

The pump skid incorporates a heat exchanger system to maintain optimal operating temperature for the 
pump motors.

Extended Motor Lifespan: Ensures continuous, reliable performance in challenging conditions, reducing 
maintenance and replacement costs.

Optional Viewport into Pump Motor Enclosure

The design offers an optional viewport into the enclosure of the pump motor, allowing visual inspection 
without disassembly.

Enhanced Maintenance Efficiency: Reduces downtime by enabling rapid assessment and 
troubleshooting, optimizing system performance.

Complete Sealing from Water

All critical components including the motor, moving parts, and shaft side of the pump are completely 
sealed from water ingress.

Long-term Reliability: Minimizes the risk of water damage to internal components, reducing 
maintenance and operational risks.

Remote Mounted Control Panel

The control panel, which governs the operation of the pumps, is mounted remotely above the flood line. 
Includes interfacing with leak sensors and a BAS (Building Automation System) for comprehensive 
monitoring and control of the system.

Improved Safety and Accessibility: Provides real-time monitoring and control capabilities, optimizing 
system performance and reliability.

Watertight Conduit for Electrical Connections

Watertight conduit is utilized to run electrical connections from the pump motor enclosures up to the 
remote control panel.

Electrical Safety and Reliability: Reduces the risk of electrical failures and downtime, ensuring 
continuous operation. 

Customization options are available upon request to meet specific project requirements. 
Please consult with our engineering team for further details and assistance.
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Additional Features & Benefits

TPL-DPS-W 

Rugged Steel Base with Containment

Environmental Protection: Minimizes environmental impact and safeguards surrounding infrastructure, 
reducing cleanup costs.

Pressure and Vacuum Tested

Guaranteed Performance: Ensures system performance and durability, minimizing the risk of leaks and 
downtime.

Industrial Corrosion Resistant Coating

Extended Service Life: Minimizes maintenance requirements and extends service life, reducing lifecycle 
costs.

Power Requirements Flexibility

Simplified Installation: Adaptable to diverse site conditions, ensuring compatibility with existing power 
infrastructure.

Compliance with Applicable Codes and Standards

Regulatory Compliance: Provides peace of mind and legal protection for operators, ensuring compliance 
with industry standards.

Fluid Compatibility

Versatile Application: Allows for a wide range of applications, catering to diverse industrial needs and 
reducing the need for additional equipment.



Part Number
#2 Oil Connection Sizes (NPT) Motor Data

Pressure GPH Suction Discharge Relief Valve HP Voltage Phase RPM

TPL-0-DPS-50 50 60 1" 1/2" 1/2" 1/3 115/208/230 1 1140

TPL-0-DPS-100 100 52 1" 1/2" 1/2" 1/3 115/208/230 1 1140

TPL-1-DPS-50 50 90 1" 1/2" 1/2" 1/3 115/208/230 1 1725

TPL-1-DPS-100 100 78 1" 1/2" 1/2" 1/3 115/208/230 1 1725

TPL-3-DPS-50 50 186 1" 1/2" 1/2" 1/2 208/230/460 3 1725

TPL-3-DPS-100 100 168 1" 1/2" 1/2" 1/2 208/230/460 3 1725

TPL-5-DPS-50 50 246 1" 1/2" 1/2" 3/4 208/230/460 3 1725

TPL-5-DPS-100 100 222 1" 1/2" 1/2" 3/4 208/230/460 3 1725

TPL-6-DPS-50 50 366 1" 1" 1/2" 3/4 208/230/460 3 1725

TPL-6-DPS-100 100 348 1" 1" 1/2" 3/4 208/230/460 3 1725

TPL-7-DPS-50 50 432 1" 1" 1/2" 3/4 208/230/460 3 1725

TPL-7-DPS-100 100 420 1" 1" 1/2" 3/4 208/230/460 3 1725

TPL-10-DPS-50 50 666 1.5" 1.5" 1" 1 208/230/460 3 1725

TPL-10-DPS-100 100 630 1.5" 1.5" 1" 1 208/230/460 3 1725

TPL-15-DPS-50 50 900 1.5" 1.5" 1" 1.5 208/230/460 3 1725

TPL-15-DPS-100 100 870 1.5" 1.5" 1" 1.5 208/230/460 3 1725

TPL-20-DPS-50 50 1140 1.5" 1.5" 1" 2 208/230/460 3 1725

TPL-20-DPS-100 100 1050 1.5" 1.5" 1" 2 208/230/460 3 1725

TPL-24-DPS-50 50 1260 1.5" 1.5" 1" 2 208/230/460 3 1725

TPL-24-DPS-100 100 1140 1.5" 1.5" 1" 2 208/230/460 3 1725

Models & Specifications
Optional Features:

•	Duplex Strainer: This optional feature takes the place of the two�simplex 
strainers above and affords the ability to clean one of the strainer baskets 
while the pump(s) are running. The strainer includes� a stainless steel 40 
mesh basket. 

•	Differential Pressure Switch: This switch monitors the pressure drop 
across the duplex strainer backet and includes a differential pressure 
gauge. This alerts the operator when there is excessive differential 
pressure indicating a dirty strainer that needs to be cleaned.  The switch is 
tied in with the pump set controls to alarm at a specific setpoint.

•	Filtration System: This system is pre-piped and wired to the pump set and 
integrated with fuel system PLC and HMI. It ensures peak performance 
while safeguarding fuel quality against water intrusion and particulate, 
avoiding unexpected downtime and repairs. This system reduces 
installation time, space required, and unnecessary system complexity.

•	Pump Set Leak Detection Switch: This float type switch is mounted on the 
base pan of the pump set and is activated when there is as little as 1/8” of 
oil in the base pan. This switch is tied in with the pump set controls and will 
alarm, notifying the operator. 

Model Selection: Example: TPL-5-DPS-W-50-D-S-F-L

TPL-5-DPS-W-50 -D -S -F -L
Base Part Number Duplex Strainer Suction DP Switch Filtration Leak Detection Switch

Components

	■ Motorized three way ball valve for fuel 
polishing selection

	■ Dedicated 100 Mesh Strainer 

	■ Coalescing Filter (10 Micron Standard, 
5 Micron Optional)  

	■ Dedicated external relief valve

	■ PLC controls for monitoring and scheduling 

	■ Touchscreen display for visual indication, 
monitoring, control, and  enhanced user 
interface 

	■ Isolation valves for routine maintenance

Optional Fuel Oil 
Filtration System
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